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HPA Amplifier
Professional Amplifier

DSX 2040
2 in 4 Digital Controller

ASX 18
2 in 4 Active Crossover 

dBTechnologies’ HPA series power amps deliver high performance and 

quality at an astonishingly affordable price. Designed for professional 

use in touring racks as well as for fixed installation.

The DSX 2040 is a versatile digital controller well suited for use in 

mobile racks as well as for fixed installation. Featuring two inputs and 

four outputs, it delivers outstanding performance in combinations 

with widely used two-way active stereo systems made up of subwoofers 

and mid-/high-range units.

This active 2-way stereo crossover combines easy handling with 

premium sonic performance. Crossover frequencies can be se-

lected by inserting various Filter cards, choosing from 80,100,200 

or 250Hz. The user interface is located on the rear panel, giving 

maximum protection in rack installations. LF and HF signal out-

put levels are adjustable, the LF output can be switched to Mono.

_ 4 models ranging from 2x 510 W/ 

 RMS to 2x 1200 W/RMS at 4 ohms

_ Class-(HD) technology to minimize  

 thermal load and maximize  

 efficiency

_ Fast response and dynamic sonic 

 image with lowest distortion  

 factors

_ Easy to configure in mono/stereo/ 

 bridge modes

_ Extensive protective circuits  

 ensure high reliability and  

 operating safety

_ Front panel signal and clip  

 and protect LED indicators

_ Operable at 2 ohms

_ Speakon connectors

_ 2 HU, 19“, low weight for  

 easy transportation

_ Switchable limiter 

HPA 1000/1400/2800

HPA 001L

 HPA 1000 HPA1400 HPA2800 HPA 001L

Power output, stereo, 

RMS @ 4 Ohm   2x 510 W 2x 740 W 2x 1050 W 2x 1200 W

Power output, stereo, 

RMS @ 8 Ohm  2x 330 W 2x 440 W 2x 680 W 2x 800 W

Power output, bridged, 

RMS @ 4 Ohm    1x 2800 W 1x 3400 W

Power output, bridged, 

RMS @ 8 Ohm  1x 1020 W 1x 1480 W 1x 2100 W 1x 2400 W

Weight:  15 kg 17 kg 21 kg 14 kg
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_ High-performance audio converter

_ Big 2x16 character LCD display and   

 5-segment LED meter for each channel

_  96 kHz/ 40 bit signal processing with 

> 115 dB dynamic range

_ Parametric EQs for inputs and outputs

_ X-over section and freely configurable   

 signal routing

_ 31-band graphic input EQ

_ Input compressors

_ Precision-adjustable digital  

 limiter for each output

_ 30 storable presets

_  RS232 and USB interfaces and  

 software for programming and  

 exchanging data

_ PC Remote software
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_ variable xover frequency

_ 2 x XLR-/jack-Input

_ 2 x HF-XLR-Output

_ 2 x LF-XLR-OutputSp
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HPA Amplifiers Digital Controller


