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*Rackmount hardware available separately.

• PATENTED, 4TH-GENERATION DIGITAL WIRELESS TECHNOLOGY

•  ALL-METAL, HALF-RACK RECEIVER DESIGNED FOR RACK-MOUNT* 
OR AMP-TOP USE, PLUS DURABLE METAL BODYPACK 

•  FULL-RANGE 24-BIT DIGITAL CONVERSION, 10HZ–20KHZ (-2.5DB) 
FREQUENCY RESPONSE

•  WIDE 117DB DYNAMIC RANGE (A WEIGHTED), SUPERIOR 
TRANSIENT RESPONSE

•  OPERATES IN 2.4GHZ BAND, FREE FROM INTERFERENCE FROM TV 
BROADCASTING, WHITE SPACE DEVICES AND CELL PHONE TOWERS

• UP TO 12 SIMULTANEOUS CHANNELS

•  DCL™ (DIGITAL CHANNEL LOCK) TECHNOLOGY PROTECTS  
YOUR SIGNAL

• 300-FOOT TRANSMISSION RANGE

• LICENSE-FREE OPERATION WORLDWIDE

•  CABLE TONE SIMULATES THE HIGH-FREQUENCY ROLL-OFF 
CHARACTERISTICS OF A STANDARD 25-FOOT CABLE

• XLR AND 1/4” OUTPUTS

• POWERED HALF-WAVELENGTH ANTENNAS

RELAY G55
Digital Guitar Wireless System
Based on patented, fourth-generation technology, Relay® is leading 
the digital wireless revolution for guitarists. The Relay G55 system 
delivers tour-grade digital wireless in a compact, half-rack format—
so you can experience wireless freedom without compromising 
your tone. Featuring 12 channels of compander-free 24-bit audio, 
full 10Hz–20kHz frequency response and 117dB dynamic range, the 
G55 signal is so pure and strong it sounds just like a wired guitar. 
2.4GHz operation and proprietary DCL™ signal protection provide 
rock-solid performance—while one-step setup and worldwide, 
license-free operation make Relay G55 incredibly easy to use.

Relay G55
Part Number :
99-123-0145
UPC
614252301046
Case Pack
2
Case Pack Size
13.9” H x 7.8” W x 15.5” L
Case Pack Weight
9.6 lbs
Display Box Size
3.5” H x 13” W x 15” L
Display Box Weight
4.3 lbs

Specifications


