
u s e r  m a n u a l



SAFETY WARNING
Permanent disconnection from the mains supply is to be achieved by removing the supplied cord connector from 
he back of the unit.

SAFETY WARNING

SAFETY WARNING

AVERTISSEMENT DE SECURITE
Pour déconnecter l’appareil de l’alimentation principale de façon permanente, débranchez le connecteur du câble
fourni à l’arrière de l’appareil.

AVERTISSEMENT DE SECURITE

ouvertures.

AVERTISSEMENT DE SECURITE



INSTALLATION INSTRUCTIONS















Click ‘Next’ to continue.



Click on ‘Install’ to begin the Installation

Check ‘Launch QFlex
Click ‘Finish’ to complete the setup.





















Click <Next> 

2. Select your destination Folder. Click <Next>

4. If you accept the licence agreement check
 ‘I Agree’ and Click <Next>

<Next>

6. Installation Complete



































QFlex 
Product

Product 
number

Cabinet joining 
plate with hinges 

Joining 
plate - side

Screws - 20off 
(4 spare)

Joining 
plate - rear

Wall 
bracket

  7600 1770 7600 1880 7600 1881 6883 0267 8001 5330
8004 0100 0 0 0 0 1
8004 0110 0 0 0 0 1
8004 0120 1 1 1 0 1
8004 0130 1 1 1 0 1
8004 0140 2 2 2 0 2
8004 0150 2 3 3 1 2
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 In any QFlex product the bottom unit will incorporate all the external user connectivity for a column (Shown below).

 The connectors are located towards the bottom of the rear panel and will not be visible when installation is complete.

 Connections are accessed by the removal of an access plate which will require the use of a Philips screwdriver. 
  
 There is no mains power switch. An external fused and switched mains spur will be required.

 There is no user accessible mains fuse.

 There are two balanced analog audio inputs labeled A and B.

 Analog inputs A and B are on a 6 way phoenix (pluggable terminal block) connector.

 Analog link outputs A and B are on a 6 way phoenix (pluggable terminal block) connector.

 The analog input and link signals are connected directly in parallel.





From USB – Vnet 
Interface 
(or third party interface)

Device RJ45

B+ Pin 1

A- Pin 2

GND Pin 5

Pin 1 (pin No.) Pin 2 (pin No.) Colour

1 1 White/Orange
2 2 Orange
3 3 White/Green
4 4 Blue
5 5 White/Blue
6 6 Green
7 7
8 8



Model  Max Power req.
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Tannoy United Kingdom T: 00 44 (0) 1236 420199 E: enquiries@tannoy.com
Tannoy Deutschland T: 00 49 (180) 1111 881 E: enquiries@tannoy.com
Tannoy France T: 00 33 (0)1 7036 7473 E: ventes@tannoy.com
TC|Group Americas T: 00 1 (519) 745 1158 E: info@tcgroup-americas.com


