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lift 4,5 0,26 t - lift 4,0 0,30 t

GENERAl fEAtURES
the idea of a lifter for loudspeakers comes from show professionals’ needs to have a light and dynamic system.
thanks to its strong, tough, versatile but small structure, lift is suitable in any professional situation. it is made of 
Aluminium truss, Superlite 25 trio Series, and designed to lift loudspeakers or other tRABES trusses up to 4,5 mt (260 
Kg), with a maximum loading capacity of 300 Kg at 4 mt height. 
Assembling ease and quickness make lift be the most suitable product for service organizers and show business 
operators in general.
lift is the best solution when professionals need to integrate the potential of traditional Roof Systems, when already 
overloaded, or when other building structures (towers, for instance) turn out to be too eHDensive, too static or aesthetically 
unappealing to fit simpler purposes.

Lift 4,5 - 0,26 t

Code Weight desCription

tB 9570 64,22 kg Complete Kit lift 4,5 - 0,26 t 
with: 1 tB 9571,
1 tB 9572, 1 tB 9573, 1 tB 
9574, 1 tA 8701, 
1 tB 9575, 1 tB 8315, 1 tB 
8320

Code Weight Kit desCription

tB 9571 26,00 kg lift Base H 1,25 m

tB 9572 10,00 kg Hand winch 520 kg, with steel 
cable 9 m

tB 9573 9,00 kg lift Head

tB 9574 2,00 kg Graph bar

tA 8701 1,05 kg 2 Al 8910 + 2 eye-nut 10 mm

tB 9575 0,60 kg Upwind bar

tB 8315 6,90 kg Superlite 25 trio truss 1,5 m

tB 8320 8,67 kg Superlite 25 trio truss 2,0 m
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Lift 4,5 - 0,26 t

LoudspeaKers area
1 m2  

LoudspeaKers area
2 m2

Windspeed Load BaLLast Load BaLLast

0 260 kg 0 260 kg 0

30 km/h 200 kg 55 kg 180 kg 110 kg

40 km/h 185 kg 96 kg 140 kg 190 kg

50 km/h 160 kg 150 kg 75 kg 302 kg

60 km/h 110 kg 215 kg 10 kg 435 kg

Lift 4,0 - 0,30 t

LoudspeaKers area

1 m2  
LoudspeaKers area

2 m2

Windspeed Load BaLLast Load BaLLast

0 300 kg 0 300 kg 0

30 km/h 240 kg 45 kg 200 kg 90 kg

40 km/h 220 kg 80 kg 180 kg 160 kg

50 km/h 190 kg 125 kg 100 kg 250 kg

60 km/h 130 kg 180 kg 40 kg 362 kg

Lift 4,0 - 0,30 t

Code Weight desCription

tB 9510 62,45 kg Complete Kit lift 4,0 - 0,30 t 
with: 1 tB 9571,
1 tB 9572, 1 tB 9573, 1 tB 
9574, 1 tA 8701, 
1 tB 9575, 2 tB 8315

Code Weight Kit desCription

tB 9571 26,00 kg lift Base H 1,25 m

tB 9572 10,00 kg Hand winch 520 kg, with steel 
cable 9 m

tB 9573 9,00 kg lift Head

tB 9574 2,00 kg Graph Bar

tA 8701 1,05 kg 2 Al 8910 + 2 eye-nut 10 mm

tB 9575 0,60 kg Upwind bar

tB 8315 6,90 kg Superlite 25 trio truss 1,5 m

50

Ro
of

 S
ys

te
m

s a
nd

 Li
fte

rs



51

4500

2300

2300

51

tBf tSX7
flight Case for lift
Dimensions 
1400x500x400 mm
Weight 38 kg

tB 9581
Adapters for 
rigging trio truss
Weight 1,70 kg

tB 9580 
flying Bar
Weight 4,80 kg

flying Bar components:

- tB 9576
Adjustable V-Bar with
SuperProfessional joint
Weight 2,20 kg

- tA 8702
(2 Al 8904 and 2 Al 8910)
Weight 2,60 kg

tB 9582
Aluminium platform for ballast
Weight 12 kg


