
DSP218B/W
Two-way Wall Mount Speaker with Power Tap & 360° Design

Support both 100V & 4Ω inputs for different uses

Aluminum grille plus ABS housing, suitable for long time use

Powered by 2x4" woofers and 1x1" tweeter, ensure superb sound effect

Unique 360° all direction design, black & white colors available

Wall mount & pendent kits available for convenient installation

Four DSP218 speakers could be installed together by bracket DSP218K

Tweeter Power Tap
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Bracket: DSP218K

DSP116II
6W Wall Mount Speaker

DSP117
10W Wall Mount Speaker

DSP406II
10W Wall Mount Speaker

DSP507
2W Wall Mount Speaker
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Wall Mount Speaker Wall Mount Speaker

RMS Power

70V

100V

Driver Units

Max SPL

Sensitivity

Freq. Response

Material

Dimension

Net Weight

DSP116II

6W

3W-6W

6W

4.5"x1

96±2dB

91±2dB

180Hz-14KHz

ABS

188x228x101mm

0.8kg

RMS Power

70V

100V

Driver Units

Max SPL

Sensitivity

Freq. Response

Material

Dimension

Net Weight

DSP117

10W

3W-6W

6W-10W

4.5"x1

100±2dB

90±2dB

180Hz-15KHz

ABS

188x228x101mm

0.8kg

RMS Power

70V

100V

Driver Units

Max SPL

Sensitivity

Freq. Response

Material

Dimension

Net Weight

DSP406II

10W

6W

10W

4.5"x1

99±2dB

91±2dB

80Hz-18KHz

Beaverboard

205x302x115mm

2.25kg

RMS Power

70V

100V

Driver Units

Max SPL

Sensitivity

Freq. Response

Material

Dimension

Net Weight

DSP507

2W

1W-2W

2W

3"x1

89±2dB

86±2dB

300Hz-16KHz

ABS

120x120x60mm

0.4kg DSP218B/W

100V
6-10-20-40W

Dimension
380x240x145mm

Net Weight
3.3kg

RMS Power
40W

Driver Units
4"x2, 1"x1

Max SPL
104±2dB

Material
Aluminum, ABS

Sensitivity
88±2dB

4Ω
40W

Freq. Response
100Hz-20KHz

DSP106II 
10W Wall Mount Speaker

RMS Power

70V

100V

Driver Units

Max SPL

Sensitivity

Freq. Response

Material

Dimension

Net Weight

DSP106II

10W

1.5W-3W-6W

3W-6W-10W

6.5"x1, 2.5"x1

100±2dB

92±2dB

160Hz-18KHz

Aluminum, ABS

183x274x80mm

1.75kg

Rated power: 10W

Freq. Response: 20Hz-20KHz

Sensitivity: 91±2dB

MAX SPL: 99±2dB

Driver unit: 4.5"x1

Power supply: DC12V, 3A

DSP406E support POE power supply

DSP406N/DSP406E
IP Network Wall Mount Speaker
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Rated power: 2x15W/2x30W

Freq. Response: 20Hz-20KHz

Sensitivity: 90±2dB/94±2dB

MAX SPL: 99±2dB/108±2dB

Support off line running, built-in Memory: 4G

Power supply: AC90-240v/50Hz/60Hz 1A

DSP203N/DSP403N
IP/SIP Network Indoor Column Speaker
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DSP203N

112 / www.dsppatech.com export@dsppa.com / 113

DSP9000 Network PA & Intercom System DSP9000 Network PA & Intercom System

DSP403N

Rated power: 10W/8Ω

Freq. Response: 80Hz-16kHz

Sensitivity: 92±2dB

MAX SPL: 100±2dB

Driver unit: 6.5"x1

Power supply: DC 24V/1A & POE

DSP602E
POE Network Ceiling Speaker

●

●

●

●

●

Rated power: 15W/8Ω

Freq. Response: 350Hz-10kHz

Sensitivity: 105±2dB

MAX SPL: 117±2dB

Driver unit: 2.5"x1

Power supply:DC 24V/2A & POE

DSP170E
POE Outdoor Network Horn Speaker
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Rated power: 30W/60W

Freq. Response: 140Hz-14KHz

Sensitivity: 89±2dB/93±2dB

MAX SPL: 102±2dB/109±2dB

Support off line running, built-in Memory: 4G

Aluminum housing, IP65 waerproof waterproof design

DSP205N/DSP405N
IP/SIP Network Waterproof Column Speaker
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DSP205N          DSP405N


